
No. of 

Elements

Model GPM GPD Inlet Permeate Reject L W H

411 1.25 1800  3/4  1/2  1/2 1 15 1 24 16 50

422 2.50 3600  3/4  1/2  1/2 2 20 1 24 16 50

433 3.75 5400  3/4  1/2  1/2 3 30 1.5 24 24 50

444 5.00 7200  3/4  1/2  1/2 4 35 3 24 24 50

455 6.25 9000 1     1/2  1/2 5 40 3 24 28 50

466 7.50 10,800 1     1/2  1/2 6 50 3 24 28 50

No. of 

Elements

Model GPM GPD Inlet Permeate Reject L W H

84-2 20 28,800 2 1 1/2 1 4 45/75 7.5 104 36 62

88-4 33 48,000 2 1 1/2 1 8 60/75 15 195 48 81

812-4 50 72,000 2 2 1 12 60/75 20 195 48 81

816-4 67 96,000 3 2 1 1/2 16 70/75 20 195 48 81

818-6 75 108,000 3 3 1 1/2 18 75 25 280 54 81

824-6 100 144,000 3 3 1 1/2 24 75 25 280 54 81

830-6 125 180,000 3 3 2 30 75 30 280 54 81

836-6 150 216,000 4 3 2 36 75 30 280 54 81

848-6 200 288,000 4 4 2 48 75 60 280 54 81

860-6 250 360,000 6 6 3 60 75 75 280 66 81

872-6 300 432,000 6 6 3 72 75 100 280 66 81
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